
Type : tufted non �lled synthetic grass carpet 
Yarn material : PE mono�lament straight & PP mono�lament curled 
Yarn type : 7.200/8 dTex + 3.100/8 dTex 
Yarn quality : environmental friendly, UV stabilized, UV stability meets DIN 53387 standard 

: free of lead and cadmium  
Colour fastness : xenon test: blue scale > 7, grey-scale > 4 
Primary backing : 100% PP Thiobac ® with �eece, black, UV stabilized 

Secondary backing  : black latex compound with a base of styrene-butadiene (SBR), with drainage holes 

Tuft gauge : 3/8’’ 
Pile height : 26 mm (+/-10%) 
Stitches per 10cm : 15,0 (+/-10%) 
S (+/-10%) 
F (+/-10%) 
T (+/-10%) 

Roll width : 400cm + 200cm  (+/- 2cm) 
R (+/- 20cm) 

: roll length may vary 

Fire retardant  classi�cation : C�-S1 (EN ISO 11925-2: sand �lled ca. 5mm) 
: E�-S1 (EN ISO 11925-2; non �lled)  

Batch information : before installation make sure the �rst 4 digits of the roll number are equal  
Shrinkage : shrinkage can appear due to high temperatures. Make sure the carpet can relax before cutting 
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Bitte beachten Sie die jeweiligen Produkthinweise, wie Verlegeanleitungen und Pflegehinweise. 
Wir übernehmen keine Haftung für die Richtigkeit, Aktualität und Vollständigkeit der Daten.




